
RIDE/SHOCK QUALITY & DYNAMIC STABILITY

REQUIREMENT SPECIFICATION FIELD TEST SIMULATION
RIDE QUALITY

1.38 INCH RMS
1.50 INCH RMS
1.73 INCH RMS
2.00 INCH RMS
2.25 INCH RMS
2.50 INCH RMS
2.72 INCH RMS
3.00 INCH RMS

55 mph
45
35
25
20
15
10
5

SHOCK QUALITY
    6 INCH OBSTACLE
    8 INCH OBSTACLE
    10 INCH OBSTACLE

50 mph
40
25

DOUBLE LANE CHANGE
    HARD SURFACE 40 mph

LATERAL STABILITY
    SIDE SLOPE
    STEADY STATE TURNING

40%
0.5g

24 INCH VERTICAL STEP
    STRAIGHT GO



NRMM MOBILITY MATRIX

REQUIREMENT SPECIFICATION USING FIELD TEST
DATA

USING SIMULATION
DATA

VCI 25
Mideast Dry - Normal

V80
% NOGO

26 MPH
9

Mideast Sand - Normal
V80

% NOGO
16.5 MPH

17.5

Germany Dry - Normal
V80

% NOGO
25 MPH

7.5

Germany Wet - Normal
V80

% NOGO
15 MPH

19.9
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